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280,9°

Light efficiency:

116 Lumen/Watt

Light quality:

CRI:  83,0

Color temperature:

2572 K

Output: 777 lm
Peak: 84,3 cd

Power: 6,7 W
PF: 0,58

Product name:

60380 LED Glühlampe klar 7W
Muster 2

Date and time:

30.12.2016  15:14:45

Item number:

PC 20/15

Additional information:

7W / E27 / 2600K / A++ /
780Lumen

CIE1931
x: 0,478
y: 0,425

400 450 500 550 600 650 700 750 800

Beam angle

Color

Spectra Power Voltage: 229 V
Current: 0,050 A

Light measurement was created using the Viso Systems - Light Inspector. www.visosystems.com
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DATASHEET

60393
ean-code: 426015005393.6

CLASSIC LINE
LED Glühlampe A65 klar

LED Bulb A65 clear
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picture  
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no
energy class
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60393

KWh/1000h12,0

Bezeichnung
 

Art.Nummer
Kategorie
Linie   

Sockel
Dimmbar  
   
Lumen  
Leistung  
Wattäquivalent 
Candela
Powerfaktor 

Kelvin
CRI

Lebensdauer  
Startzeit   60% 
Startzeit 100%
Lumenerhalt*  
Zyklen on/off  

Spannung  
Lampenstrom  

Bauform  
Glasausführung  
Winkel  
Lichtfarbe  

Durchmesser  
Länge  
Gewicht  
VE

Description
 

Article no.
Category
Line 

Socket
Dimmable

Lumen
Wattage
Equivalent
Candela
Power factor

Kelvin
CRI

Lifetime
Starting time
Starting time 
LM*
Cycles on/off

Voltage
Lamp current

Form
Glass
Angel
Light colour

Diameter
Length
Weight
Sale units

LED Glühlampe A65 klar 
LED Bulb A65 clear

60393
CLASSIC LINE

E27
nein

1520 lm
12,0 W
100,0 W
NA
0,50

2700
CRI 80

10000 h
< 0,2 s
< 2 s
80%
100000

220-240 V~ / 50-60 Hz
98,0 mA

Glühlampe
klar
360°
Warmweiß

67 mm
130 mm
54 g
10 / 100

Änderungen bei Produkten und 
technischen Daten vorbehalten. Stand 01/17. 
Products and technical specifications are subject to
modification without notice. Status as of 01/17.

* Lumenerhalt am Ende der Lebensdauer 
* Lumen Maintenance at End of Life

Wavelenght in  nm


